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Hardware & Software Minimum Requirements 
for Apex & Vertex  

Vertex Video Server 

Hardware 

Pentium 4 3.4GHz 
1GB DDR 
1G Network Adapter 
USB 2.0 Port 
16 channel storage for 7 days of CIF@30FPS: 2*250GB HD 

Software 
Windows XP Pro SP2 
Windows Installer 3.1 

Vertex Management Server  
Option #1: Standalone Management Server ς (for more than 4 web clients) 

Hardware 

Pentium 4 3.4GHz 
1GB DDR 
Standard 10/100 Network Adapter 
USB 2.0 Port 
250GB HD 

Software 
Windows XP Pro SP2 
MS .NET Framework 2.0 
Windows Installer 3.1 

 

Option #2: Video Server + Management Server (up to 4 web clients) 

Hardware 

Pentium 4 3.4GHz 
1GB DDR 
1G Network Adapter 
USB 2.0 Port 
16 channel storage for 7 days of CIF@30FPS: 2*250GB HD 

Software 
Windows XP Pro SP2 
MS .NET Framework 2.0 
Windows Installer 3.1 

Vertex Client  (Control Center & Video Wall ) 

Hardware 

Pentium 4 2.8GHz 
1GB DDR2 
Standard 10/100 Network Adapter 
USB 2.0 Port 
Display Adapter : GeForce 6200  

Software 
Windows XP Pro SP2 
MS .NET Framework 1.1 + SP1 
Windows Installer 3.1 
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 Apex (Server + Management  + Client)  

Hardware 

Pentium 4 3.4GHz 
1GB DDR 400 
Standard 10/100 Network Adapter 
USB 2.0 Port 
Display Adapter : GeForce 6200  
16 channel storage for 7 days of CIF@30FPS: 2*250GB HD 

Software 

Windows XP Pro SP2 
MS .NET Framework 1.1 + SP1 
MS .NET Framework 2.0 
Windows Installer 3.1 

 


